EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

STREETLIGHT PHOTOMETRIC TEST REPORT

Test:U:119.4V I:1.2939A P:154.47W PF:0.9995 Freq:50.01Hz UTHDi:0.00% ITHDi:0.00% KDisp:0
Lamp Flux:24138.9x1 1m

NAME: HA04-150-5770-F01601 TYPE: WEIGHT:
SPEC. : DIM.: SERIAL No. :
MFR. : SUR. : Shielding Angle:
DATA OF LAMP PHOTOMETRIC DATA Eff: 156.27 1lm/W
MODEL / Imax (cd) 31950 n street_up (%) 0.0
NOMINAL POWER (W) / LOR (%) 100.0 n street_down (%) 64.9
RATED VOLTAGE (V) / TOTAL FLUX (1lm) 24139 n house_up (%) 0.0
NOMINAL FLUX (1m) 24138.9 | MAXIMUM @ (C,y ) 75,9.0 n house_down (%) 35.1
LAMPS INSIDE 1 n up (%) 0.0 76 FLASHAREA (m2)
TEST VOLTAGE (V) 120 n down (%) 100.0 SLI
INTENSITY DISTRIBUTION DIAGRAM MAX INTENSITY CONE SURFACE
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AVERAGE BEAM ANGLE (50%) :42.5 DEG
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HOUSE SIDE Max @ y = 9.0DEG STREET SIDE

C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 0.5DEG

Test Speed: HIGH %est System:EVERFINE GO-R5000 V2 SYSTEM V2.00.446
Temperature:25.3DEG Humidity:65.0%

Operators:LYJ Test Distance:26.000m [K=0.4536]

Test Date:2021-11-29 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

STREETLIGHT ISOCANDELA DIAGRAM
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CIE:Narrow - Short
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Max.80-90:13.32cd/k1lm
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HOUSE SIDE yo 10 STREET SIDE

C Range: 0 - 360DEG y Range: 0 - 90DEG

C Interval: 15.0DEG Interval: 0.5DEG

Test Speed: HIGH %est System:EVERFINE GO-R5000 V2 SYSTEM V2.00.446
Temperature:25.3DEG Humidity:65.0%

Operators:LYJ Test Distance:26.000m [K=0.4536]

Test Date:2021-11-29 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM

Temperature:25.3DEG
Operators:LYJ
Test Date:2021-11-29

cU (%) STREETLIGHT COEFFICIENT OF UTILIZATION CURVE
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HOUSE SIDE STREET SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT
ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir = 199.32 1x
= TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.
1
a C HEIGHT FACTOR
= ol ‘III' 5m 4.000
=) - (::)
2 6 m 2.778
o 7 m 2.041
z E 8 m 1.563
A C
9 m 1.235
[£3] 2:
e F 10 m 1.000
I C
e 3L 11 m 0.826
5 C
2 - 12 m 0.694
= ) Y A [ Y [ v
v 4.7 -6 -5 -4 -3 -2 -1 0 1 2 3 4 7 13 m 0.592
RATIO OF DISTANCE TO MOUNTING HEIGHT 14 m 0.510
— 230 170 — 140 120 — 86 15 m 0.444
29 — 14 — 8.6 — 2.9 1.4
16 m 0.391
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-R5000 V2 SYSTEM V2.00.446

Humidity:65.0%
Test Distance:26.000m [K=0.4536]
Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

ZONAL FLUX DIAGRAM
Y co C45 Cc90 C135 C180 C225 C270 C315 Y @ zone | ® total| %lum,lamp
10 1878 3146 3112 3146 1878 1005 821.1 1005 0- 10 1932 1932 8,8
20 1500 2573 1975 2573 1500 656.4 483.9 656.4 10- 20 4997 6928 28.7,28.7
30 985.3 1411 1095 1411 985.3 493.6 365.5 493.6 20- 30 5380 12309 51,51
40 530.4 802.6 757.9 802.6 530.4 406.8 308.4 406.8 30- 40 4471 16780 $9.5,69.5
50 239.2 514.4 329.8 514.4 239.2 334.9 218.7 334.9 40- 50 3482 20261 $3.9,83.4
60 121.4 210.6 116.1 210.6 121.4 229.8 127.9 229.8 50- 60 2271 22533 $3.3,93.3
70 60.78 50.96 65.79 50.96 60.78 69.25 64.02 69.25 60- 70 1139 23671 $8.1,98.1
80 32.15 14.13 20.74 14.13 32.15 17.43 19.80 17.43 70- 80| 400.7 24072 $9.7,99.17
90 0.0708 | 0.0659 | 0.0543 | 0.0659 | 0.0708 | 0.1135 | 0.1328 | 0.1135 80- 90| 66.76 24139 |100,100
100 90-100
110 100-110
120 110-120
130 120-130
140 130-140
150 140-150
160 150-160
170 160-170
180 170-180
DEG LUMINOUS INTENSITY:X10cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-R5000 V2 SYSTEM V2.00.446

Temperature:25.3DEG
Operators:LYJ
Test Date:2021-11-29

Humidity:65.0%
Test Distance:26.000m [K=0.4536]

Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

ISOCANDELA DIAGRAM
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C Range: 0 - 360DEG
C Interval: 15.0DEG
Test Speed: HIGH
Temperature:25.3DEG
Operators:LYJ

Test Date:2021-11-29

y Range: 0 - 90DEG
Interval: 0.5DEG
%est System:EVERFINE GO-R5000_V2 SYSTEM V2.00.446
Humidity:65.0%
Test Distance:26.000m [K=0.4536]
Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

Planar Illuminance Curve
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C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-R5000 V2 SYSTEM V2.00.446
Temperature:25.3DEG Humidity:65.0%
Operators:LYJ Test Distance:26.000m [K=0.4536]
Remarks:

Test Date:2021-11-29



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

LCS REPORT

Test:U:119.4V I:1.2939A P:154.47W PF:0.9995 Freq:50.01Hz UTHDi:0.00% ITHDi:0.00% KDisp:0
Lamp Flux:24138.9x1 1m

NAME: HA04-150-5770-F01601 TYPE: WEIGHT:
SPEC. : DIM.: SERIAL No.:
MFR. : SUR. : Shielding Angle:

LUMINAIRE CLASSIFICATION SYSTEM(LCS) GRAPH

Uplight
9000
7200
5400
3600
100 100
90 90
80 80
60 60
Back Front
30 30
0
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-R5000 V2 SYSTEM V2.00.446
Temperature:25.3DEG Humidity:65.0%
Operators:LYJ Test Distance:26.000m [K=0.4536]

Test Date:2021-11-29 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

BUG REPORT

Test:U:119.4V I:1.2939A P:154.47W PF:0.9995 Freq:50.01Hz UTHDi:0.00% ITHDi:0.00% KDisp:0

Lamp Flux:24138.9x1 1m

NAME: HA04-150-5770-F01601 TYPE: WEIGHT:

SPEC. : DIM.: SERIAL No.:

MFR. : SUR. : Shielding Angle:

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %
FL - Front-Low(0-30) 8873.4 36.8
FM - Front-Medium(30-60) 6092.3 25.2
FH - Front-High (60-80) 667.55 2.8
FVH - Front-Very High (80-90) 28.711 0.1
Total Forward Light 15662 64.9
BL - Back-Low(0-30) 3435.3 14.2
BM - Back-Medium(30-60) 4131.9 17.1
BH - Back-High (60-80) 871.74 3.6
BVH - Back-Very High (80-90) 38.044 0.2
Total Back Light 8477 35.1
UL - Uplight-Low(90-100) 0 0.0
UH - Uplight-High(100-180) 0 0.0
Total Up Light 0 0.0
BUG (Back,Up,Glare) Rating B4-U0-G2
Zone Downward Upward Total
Lumens Lumens Lumens

House Side 8477 0 8477
Street Side 15662 0 15662

C Range: 0 - 360DEG Range: 0 - 90DEG

C Interval: 15.0DEG Interval: 0.5DEG

Test Speed: HIGH %est System:EVERFINE GO-R5000 V2 SYSTEM V2.00.446

Temperature:25.3DEG Humidity:65.0%

Operators:LYJ
Test Date:2021-11-29

Test Distance:26.000m [K=0.4536]
Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

ROAD ISOCANDELA REPORT

Test:U:119.4V I:1.2939A P:154.47W PF:0.9995 Freq:50.01Hz UTHDi:0.00% ITHDi:0.00% KDisp:0
Lamp Flux:24138.9x1 1m

NAME: HA04-150-5770-F01601 TYPE: WEIGHT:
SPEC. : DIM.: SERIAL No.:
MFR. : SUR. : Shielding Angle:

ROAD SURFACE ISOCANDELA DIAGRAM

)
V.Short
1MH
Short
2.25MH _——//////
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Pavement Road
— 70% 22302 —20% 6372.1 —2.5% 796.51
50% 15930 5% 1593
C Range: 0 - 360DEG Range: 0 - 90DEG

C Interval: 15.0DEG Y Interval: 0.5DEG

Test Speed: HIGH %est System:EVERFINE GO-R5000 V2 SYSTEM V2.00.446
Temperature:25.3DEG Humidity:65.0%

Operators:LYJ Test Distance:26.000m [K=0.4536]

Test Date:2021-11-29 Remarks:



